
COMPLIANCE AND STANDARDS

• USP Class VI
• 3-A Sanitary Standards
• FDA
• European Pharmacopoeia 3.1.9
• BfR XV recommendations
• ISO 10993-4, ISO 10993-11
• Non-cytotoxic according 

to ISO 10993 Part 5
• ICH Q3D
• KTW-BWGL (hot and cold water)
• Regulation (EC) No. 1935/2004

APPLICATION AREAS

• Pharmaceutical industry
• Biotechnology
• Cosmetic industry

Contact us!
NEUMO SPAIN

 +34 977 524 914
 neumo-es@neumo-es.com
 www.neumo-es.com

 NEUMO FRANCE
 france@neumo-es.com

 NEUMO ITALY

 +39 015 5821893
neumo@neumo.it

NEUMO-SIL main benefi ts:

Maximum Process Safety – Designed to ensure safe and reliable fl uid 
transfer in critical pharmaceutical and bioprocess applications.

Outstanding Purity – Manufactured from high-quality materials that 
guarantee minimal extractables and full product integrity.

Excellent Resistance to Bacterial Growth – Engineered with LOW 
POROSITY inner liner, to reduce contamination risks and support 
hygienic process conditions.

Superior Chemical Resistance – Ideal for handling aggressive
media while maintaining long-term performance.

Enhanced Cleanability – Ultra-smooth inner surfaces, enable 
fast and effi cient cleaning and sterilization processes (CIP/SIP).

High standard fi ttings - SF4 (electropolish fi ttings and 
connections, full traceability, EU manufacturing).

Full traceability

100% in house pressure test

NEUMO 
Hose Assemblies

 NEUMO PORTUGAL

 portugal@neumo-es.com



 10 22 6.0 15 45 50 -0.9 0.38 30

 13 25 6.0 15 45 52 -0.9 0.45 30

 16  29 6.5 15 45 60 -0.9 0.53 30

 19 32 6.5 15 45 66 -0.9 0.62 30

 25 38 6.5 15  45 86 -0.9 0.75 30

 32 45 6.5 15 45 110 -0.9 0.92 30

 38 52 7.0 12 36 130 -0.9 1.25 30

 50 64 7.0 10 30 200 -0.9 1.62 30

 63.5 77,5 7.0 8 24 250 -0.9 2.22 20

 76 90 7.0 8 24 350 -0.9 2.95 20

 100 114 7.0 7 21 500 -0.9 3.62 20

 10 22 6.0 10 30 -0.9 35 50 0.36 20

 13 25 6.0 10 30 -0.9 45 60 0.42 20

 16  28 6.0 10 30 -0.9 55 75 0.57 20

 19 31 6.0 10 30 -0.9 65 90 0.65 30

 25 37 6.0 10  30 -0.9 85 140 0.80 30

 32 44 6.0 10 30 -0.9 120 200 1.00 30

 38 51 6.5 10 30 -0.9 140 250 1.27 30

 50 66 8.0 10 30 -0.9 180 300 1.98 30

 63.5 79,5 8.0 5 15 -0.9 320 380 2.53 20

 76 92 8.0 5 15 -0.9 380 460 3.62 20

 100 118 9.0 3 9 -0.9 500 600 5.02 20

CONSTRUCTION
TUBE
• Low porosity silicone platinum 

cured rubber (3362PT), translucent, 
food and pharmaceutical quality, 
odorless and tasteless, smooth, 
glossy fi nish.

REINFORCEMENT
• 4 High-strength synthetic plies.
• Embedded stainless steel helix 

wires.

COVER
•  Silicone platinum cured 

rubber, translucent, food and 
pharmaceutical quality, smooth 
with glossy fi nish. It may easily be 
cleaned with any mild detergent.

CONSTRUCTION
TUBE
• High fl exibility fully fl uorinated 

WHITE PFA inner layer, 
chemically inert and extremely 
smooth. Biocompatible and 
with ultra low absorption of 
substances.

REINFORCEMENT
• 4 High-strength synthetic plies.
• Embedded stainless steel helix 

wires.

COVER
• Silicone platinum cured 

rubber, translucent, food and 
pharmaceutical quality, smooth 
with glossy fi nish. It may easily be 
cleaned with any mild detergent.

NEUMO SIL-ST NEUMO SIL-PFA

TEMPERATURE RANGE
From -60°C up to +200°C.

STERILIZATION METHODS
• Steam sterilization up to +135 °C.
• Suitable for cobalt or argon 

radiation sterilization.

SAFETY FACTOR
• Minimum safety factor ≥ 3 

times the working pressure.

FITTINGS AND ASSEMBLY
• Assembly by clamps, bends, 

collars, crimping and reusable 
sanitary fi ttings 

TEMPERATURE RANGE
• -30 °C to +150 °C depending 

on conveyed media

STERILIZATION METHODS
• Steam sterilization up to +135 °C 

at 3.5 bar (max. 30 minutes).

SAFETY FACTOR
• Minimum safety factor ≥ 3 times 

the working pressure.

FITTINGS AND ASSEMBLY
•  Assembly by clamps, bends, collars, 

crimping and reusable sanitary fi ttings.

Platinum Silicone hose for suction and delivery 
of high purity products, foodstuff and fl uids with 
alcohol content up to 96%.

Reinforced with STAINLESS STEEL helix wires, this 
hose is suitable for applications requiring a tight 
bending radius and a high vacuum resistance.

Platinum Silicone hose with High-Purity white 
PFA inner layer. PFA hoses are a key solution 
for critical processes in the pharmaceutical 
industries where purity, chemical resistance 
and traceability are essential. Reduced cross 
contamination issues. 

TECHNICAL SPECIFICATIONS TECHNICAL SPECIFICATIONS

Chemical resistance acc. to NEUMO Chemical Resistance Chart. Above technical data refer to application at room temperature (+20°C). Chemical resistance acc. to NEUMO Chemical Resistance Chart. Above technical data refer to application at room temperature (+20°C).
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SIZE TOLERANCES: Inner diameter: ISO 1307 / Wall thickness: +1/-0.8 mm - Length: +10 mm SIZE TOLERANCES: Inner diameter: ISO 1307 / Wall thickness: +1/-0.8 mm - Length: +10 mm

 3.18 9.80 -- 15 45 30 -- 70 25

 4.72 11.35 -- 15 45 35 -- 106 25

 6.35 13.03 -- 15 45 40 -- 124 25

 7.93 16.41 -- 12 36 45 -- 147 25

 9.52 16.32 -- 12  36 50 -- 175 25

 12.70 20.10 -- 10 30 65 -- 237 25

 15.87 24.37 -- 8 24 75 -- 330 25

 19.05 27.91 -- 8 24 80 -- 415 25

 22.20 31.12 -- 5 15 100 -- 455 25

 25.40 34.50 -- 5 15 120 -- 513 10

 31.35 40.88 -- 4 12 150 -- 617 10

CONSTRUCTION
TUBE
• Low porosity silicone 

platinum cured rubber 
(3362PT), translucent, food 
and pharmaceutical quality, 
odorless and tasteless, 
smooth, glossy fi nish.

REINFORCEMENT
• 2 High-strength synthetic plies.

COVER
• Silicone platinum cured 

rubber, translucent, food and 
pharmaceutical quality, smooth 
with glossy fi nish. It may easily 
be cleaned with any mild 
detergent.

NEUMO SIL-BR

TEMPERATURE RANGE
• From -60°C up to +200°C.

STERILIZATION METHODS
• Steam sterilization up to +135 °C.
• Suitable for cobalt or argon 

radiation sterilization.

SAFETY FACTOR
•  Minimum safety factor ≥ 3 times 

the working pressure.

FITTINGS AND ASSEMBLY
•  Assembly by clamps, bends,  

collars, crimping and reusable 
sanitary fi ttings.

Platinum Silicone hose for delivery
of high purity products, foodstuff and 
fl uids with alcohol content up to 96%.

TECHNICAL SPECIFICATIONS

Chemical resistance acc. to NEUMO Chemical Resistance Chart. Above technical data refer to application at room temperature (+20°C).

Inner diameter
mm

Outer diameter
mm

Wall thickness
mm

Working 
pressure

BAR

Burst pressure
BAR

Min. bending
radius
mm

Vacuum
BAR

Approx. weight
gr/m

Max. length
m

SIZE TOLERANCES: Inner diameter: ISO 1307 / Wall thickness: +1/-0.8 mm - Length: +10 mm

Platinum Silicone hose with High-Purity white 
PFA hoses are a key solution 

for critical processes in the pharmaceutical 
industries where purity, chemical resistance 
and traceability are essential. Reduced cross 

 for suction and delivery 
of high purity products, foodstuff and fl uids with 

ALSO AVAILABLE IN ATEX


